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Abstract

The paper deals with shape optimization of dynamic contact prob-
lem with Coulomb friction for viscoelastic bodies. The mass nonpen-
etrability condition is formulated in velocities. The friction coefficient
is assumed to be bounded. Using material derivative method as well as
the results concerning the regularity of solution to dynamic variational
inequality the directional derivative of the cost functional is calculated
and the necessary optimality condition is formulated.
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1 Introduction

This paper deals with formulation of a necessary optimality condition for
a shape optimization problem of a viscoelastic body in unilateral dynamic
contact with a rigid foundation. It is assumed that the contact with given
friction, described by Coulomb law [2], occurs at a portion of the boundary
of the body. The contact condition is described in velocities. This first order
approximation seems to be physically realistic for the case of small distance
between the body and the obstacle and for small time intervals. The friction
coefficient is assumed to be bounded. The equlibrium state of this contact
problem is described by a hyperbolic variational inequality of the second
order [2, 3, 5, 7, 15].
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The shape optimization problem for the elastic body in contact consists
in finding, in a contact region, such shape of the boundary of the domain
occupied by the body that the normal contact stress is minimized. It is
assumed that the volume of the body is constant.

Shape optimization of static contact problems was considered, among
others, in [3, 8, 9, 10, 11, 14]. In [3, 8] the existence of optimal solutions
and convergence of finite-dimensional approximation was shown. In [9, 10,
11, 14] necessary optimality conditions were formulated using the material
derivative approach (see [14]). Numerical results are reported in [3, 11].

In this paper, we shall study this shape optimization problem for a vis-
coelastic body in unilateral dynamical contact. The essential difficulty to
deal with the shape optimization problem for dynamic contact problem is
regularity of solutions to the state system. Assuming small friction coeffi-
cient and suitable regularity of data it can be shown [6, 7] that the solution
to dynamic contact problem is regular enough to differentiate it with respect
to parameter. Using material derivative method [14] as well as the results
of regularity of solutions to the dynamic variational inequality [6, 7] we cal-
culate the directional derivative of the cost functional and we formulate the
necessary optimality condition for this problem.

We shall use the following notation: Q € R? will denote the bounded
domain with Lipschitz continuous boundary I'. The time variable will be
denoted by ¢ and the time interval I = (0,7),7 > 0. By H¥Q), k €
(0,00) we will denote the Sobolev space of functions having derivatives in
all directions of the order k belonging to L?(€2) [1]. For an interval I and a
Banach space B LP(I; B), p € (1,00) denotes the usual Bochner space [2].
w = du/dt and uy = d2u/ dt? will denote first and second order derivatives,
respectively, with respect to t of function u. u;ny and uyp will denote normal
and tangential components, respectively, of function u;. Q = I x Q, v =
I xTy,©=1,2,3 where I'; are pieces of the boundary T

2 Contact problem formulation

Consider deformations of an elastic body occupying domain ©Q € R?. The
boundary I' of domain €2 is Lipschitz continuous. The body is subjected to
body forces f = (f1, f2). Moreover, surface tractions p = (p1, p2) are applied
to a portion I'y of the boundary I'. We assume that the body is clamped
along the portion I'g of the boundary I'" and that the contact conditions are
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prescribed on the portion I'y of the boundary I'. Moreover, I'; N T'; = 0,
i#74,4,j=0,1,2, ' =ToUl'; Uls.

We denote by v = (ug,u2), u = u(t,z), x € Q, t € [0,7], 7 > 0 the dis-
placement of the body and by o = {oy;(u(t,z))}, i,j = 1,2, the stress
field in the body. We shall consider elastic bodies obeying Hook’s law
[2, 3, 5, 15]:

(1) oij(u) = S(@)en(u) + cip(@)en(u) =€ Q, e = %(Uk,l + U k),

i,j,k,1 =1,2, up; = Ouy/0x;. We use here the summation convention over
repeated indices [2]. c?jkl(a:) and Czljkl(x)> 1,7,k,l = 1,2 are components
of Hook’s tensor. It is assumed that elasticity coefficients C(z')jkl and ciljkl
satisfy usual symmetry, boundedness and ellipticity conditions [2, 3, 5]. In
an equlibrium state a stress field o satisfies the system [2, 3, 6, 7]

(2) Utti — O'ij(x),j = fz(fl:)v (tvx) € (077) xQi,j=12,

where 0;(x) j = 0oi;(x)/0x;, i,j = 1,2. The following boundary conditions
are given:

(3)
oij(x)n; =p; on (0,7)xTyi,j =2,
(4) utNSO, O—NSO, utNO-N:(], on (07’]')><]"‘27

u,(x) =0 on (O,T) x Iy i:1,2,

utT:0 = |UT‘§‘F|0N|,

(5)

utT

utT#O = O'T:—]:|UN‘ .
| wer |

Here we denote: uy = un;, oy = oyning, (ur); = u; — unng, (or); =
oijnj — oNni, 4,j = 1,2, n = (n1,n2) is the unit outward versor to the
boundary I'. The following initial conditions are given:

(6) u; (0, ) = ug u; (0, ) = uq, i=1,2 xe€q.

We shall consider problem (2) — (6) in the variational form. Let us assume,
fe HYN (I (HY (2 R?)") N LA(Q; R?),
p € L*(I; (HV2(Ty; R?))),
ug € H3?(Q; R?)  uy € H32(Q; R?), uy|r, =0,

F € L>*(T'y; R?), F(-,7) is continuous for a.e. x € I'y
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be given. The space L?(Q; R?) and the Sobolev spaces H'/*(I; (H(€; R?))*)
as well as (H'/2(I'1); R?) are defined in [1, 2]. Let us introduce:

(8) F={zeL*;H (Q;R?) : =0 on (0,7) x Ty, i=1,2},

9) K={z€F : zzny <0 on (0,7) x'a}.

The problem (1) — (6) is equivalent to the following variational problem
[6, 7): find uw € L>®(I; H'(Q; R?)) N H'Y/2(I; L?(Q; R?)) N K such that u; €
L®(I; L2(Q; R?) N HY2(I; L2(Q; R?)) N K and uy € L=(I; H1(Q; R?)) N
(H'Y2(I; L2(Q; R?)))* satisfying the following inequality [6, 7]:

/ ugidrdr + / oij(u)eij(vi — uy)dadr
Q Q
(10) + [ Flox@|(vr|—|uwr |)d:z:d7’2/@fl-(vi—uti)dxdr

2

+ | i —ug)dedr Yo e H (I, H' (9 R*) N K.
Y1

Note that from (7) as well as from Imbedding Theorem of Sobolev spaces [1]
it follows that ug and u; in (6) are continuous on the boundary of cylinder Q.
The existence of solutions to system (1) — (6) was shown in [6, 7]:

Theorem 21. Assume: (i) the data are smooth enough, i.e. (7) is satisfied
(ii) Ty is of class CY1 (ii) the friction coefficient is small enough. Then
there exists a unique weak solution to the problem (1) — (6).

Proof. The proof is based on penalization of the inequality (10), friction
regularization and employment of localization and shifting technique due to
Lions and Magenes. For details of the proof see [7]. |

For the sake of brevity we shall consider the contact problem with prescribed
friction, i.e. we shall assume

(11) Flon|=o0or <1

The condition (5) is replaced by the following one

(12) wror+ | wr [=0, o [<1 on I xTs.
Let us introduce the space

(13) A={Ne L*(I;L®(Ty)) : | A|<1 on I xTy}.
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Taking into account (12) the system (10) takes the form: find v € K and
A € A such that:

/ uttidxd7+/ oij(u)e;(v; — ug)dxdr
Q Q

(14) — [ Ap(vp — wyp)dxdr > / fi(v; — ugy)dadr
72 Q
+ | pi(vi —ug)dzdr Yo e HY(I; HY(; R?) N K
7

(15) / oruyrdsdr < ArugrdsdT YAr € A.
Y2 Y2

3 Formulation of the shape optimization
problem

We are going to consider a family {5} of the domains Qg depending on
parameter s. For each ()5 we formulate a variational problem corresponding
to (14) — (15). In this way we obtain a family of the variational problems
depending on s and for this family we shall study a shape optimization
problem, i.e. we minimize with respect to s a cost functional associated
with the solutions to (14) — (15).

We shall consider the domain €25 as an image of a reference domain €2
under a smooth mapping Ts. To describe the transformation Ts we shall
use the speed method [14]. Let us denote by V (s, z) regular enough vector
field depending on parameter s € [0,9),9 > 0:

V :[0,9) x R? — R?,

(16)  V(s,-) € C*(R%, R?) V¥s € [0,9), V(-,z) € C(0,9), R?) Va € R

Let T(V) denote the family of mappings: Ts(V) : R? > X — x(t, X) € R?
where the vector function z(-, X) = x(-) satisfies the systems of ordinary
differential equations:

d
(17) d—:c(T,X) =V(r,z(r,X)), 7€][0,9), x(0,X)=X €R.
T
We denote by DT the Jacobian of the mapping Ts(V) at a point X € R2.

We denote by DT, ! and *DT ! the inverse and the transpose inverse of
the Jacobian DT, respectively. Js = detDTy will denote the determinant
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of the Jacobian DT;. The family of domains {25} depending on parameter
s € [0,9),9 > 0, is defined as follows: Qy =

Qs = Ts(Q)(V) ={x € R* : 3X € R?
(18) such that z = z(s, X'), where the function z(-, X') satisfies
equation (17) for 0 < 7 < s}.

Let us consider problem (14) — (15) in the domain Qg. Let Fs, K,, As be
defined, respectively, by (8), (9), (13) with €, instead of 2. We shall write
us = u(Qs), 0s = 0(Qs). The problem (14) — (15) in the domain €, takes
the form: find us € K and Ay € Ag such that
/ utmvld:ﬁdT—F/ 0ij(us)eij(vi — uge)dadr
19— [ Aalor —we)arir > [ filvi— )
Vs2

—|—/ pi(v; — wsi)dxdT Yo € H1/2(I HI(QS,RQ))
Vs

_

(20) / OsTUtsTdSAT </ AsTUrsTdsdT VAgr € Ag.
Vs2 Vs2

We are ready to formulate the optimization problem. By Q) c R? we denote
a domain such that Q; C Q for all s € [0,9),9 > 0. Let ¢ € M be a given
function. The set M is determined by:

M = {¢ € L>®(I; H3(Q; R?)

(21) .
¢ <0 onlxQ, || ¢ ||L00([;H§(Q;R2) < 1}'

Let us introduce, for given ¢ € M, the following cost functional:
(22) Jp(us) = / OsNOiNsdzdT
Vs2

where ¢¢ns and ogzy are normal components of ¢;s and o, respectively,
depending on parameter s. Note that the cost functional (22) approximates
the normal contact stress [3, 8, 11]. We shall consider such family of domains
{2} that every Q, s € [0,7), ¥ > 0 has constant volume ¢ > 0, i.e. every
Qs belongs to the constraint set U given by:

(23) U—{QS : QSal:r—c}.
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We shall consider the following shape optimization problem:

For given ¢ € M, find the boundary I's5 of the domain €
(24) occupied by the body, minimizing the cost functional (22)
subject to Qs € U.

The set U given by (23) is assumed to be nonempty. (us, As) € K X Ag
satisfy (19) — (20). Note that the goal of the shape optimization problem
(24) is to find such boundary I's of the domain €2 occupied by the body that
the normal contact stress is minimized. Remark that the cost functional
(22) can be written in the following form [3, 15]:

/ osndendsdr = /Q % /Q 051 (s ext (s )drdr
Y2s s s

(25)
— [ foudedr— [ pebdsir— [ orudsar

Qs s Y25
We shall assume there exists at least one solution to the optimization prob-
lem (24). It implies compactness assumption of the set (23) in suitable
topology. For a detailed discussion concerning the conditions assuring the
existence of optimal solutions see [3, 14].

4 Shape derivatives of contact problem solution

In order to calculate Euler derivative (43) of the cost functional (22) we have
to determine shape derivatives (u’, \') € F x A of a solution (us, As) € KgxAg
to the system (19) — (20). Let us recall from [14]:

Definition 41. The shape derivative v/ € F of the function us, € Fy is
determined by:
(26) (ts)jo = u+ su’ + o(s),

where || o(s) ||r /s — 0 for s — 0, u = ug € F, iy € F(R?) is an extension
of the function us € Fy into the space F(R?). F(R?) is defined by (8) with
R? instead of Q.

In order to calculate shape derivatives (u/, \') € F x A of a solution (us, As) €
K x As to the system (19), (20), first we calculate material derivatives
(i, \) € F x A of the solution (us, \s) € K, x A, to the system (19), (20).
Let us recall the notion of material derivative [14]:



86 A. MYSLINSKI

Definition 42. The material derivative & € F of the function us € K, at a
point X € ( is determined by:

(21) lim | (s o T) = 0]/s — i [[=0,

where u € K, us 0o Ty € K is an image of function us € K in the space F
under the mapping T.

Taking into account Definition 42 we can calculate material derivatives of a
solution to the system (19) — (20):

Lemma 41. The material derivatives (i, \) € K1 x A of a solution (ug, As) €

K x As to the system (19) — (20) are determined as a unique solution to
the following system:

/Q{(uttn + ugpn + uttndiUV(O)(DV(O)U)ttn + utt(DV(O)n)

— fn— i+ (o (Wew(n) — fn)divV (0)}dzdr

(28)
- / (pn + pi + pnD)dzdr — | {(Ar + Niper
Y1 2
+ AVnrV(0)n + Ay D}Ydadr > 0 ¥y € Ky,
\— ) + (N =)
20) / = e+ = e

+ (A — p)yr + MwyyrDYdxdr Vp € Ly,
where V(0) = V(0,X), DV(0) denotes the Jacobian matriz of the matriz
V(0). Moreover,
Ki={(€F : {=u—DVu on~y, {&n>nDV(0)u on Ay,

(30)
&n=nDV(0)u on As},

Ay={z ey : un=0}, Ay ={rc Ay : oy =0},

(31)
Ay={x € B : oy <0},

Bo={z €y : A\p =1, wr # 0},
(32) By = {$ €2 A1 = _17 utr = 0}7
BQZ{.Z‘E’)/Q : )\T:L : ’U,tT:O},
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(33) Li={€A:€>00nBy, £€<0o0nB,£=0 on By}
and D s given by

(34) D = div V(0) — (DV(0)n, n).

Proof is based on the approach proposed in [14]. First we transport the
system (19) — (20) to the fixed domain €. Let u® = us0Ts € F, u =wug € F,
A =Xs0Ts € A, \ = \g € A. Since in general u® ¢ K() we introduce
a new variable z° = DT !u® € K. Moreover, 2 = 4 — DV (0)u [7, 13].
Using this new variable z° as well as the formulae for transformation of
the function and its gradient into reference domain € [13, 14] we write the
system (19) — (20) in the reference domain €. Using the estimates on time
derivative of function u [7] the Lipschitz continuity of u and A satisfying
(19) — (20) with respect to s can be proved. Applying to this system the
result concerning the differentiability of solutions to variational inequality
[13, 14] we obtain that the material derivative (i, \) € K x A satisfies the
system (28) — (29). Moreover, from the ellipticity condition of the elasticity
coefficients by a standard argument [13] it follows that (i, \) € K; x A is a
unique solution to the system (28) — (29). |

Recall [14] that if the shape derivative v’ € F of the function ug € Fj exists,
then the following condition holds:

(35) v =14 — VuV(0),

where u € F' is material derivative of the function us € Fj.

From regularity result in [7] it follows that:
(36) v uV(0)e F, svArV(0) € A,

where the spaces F' and A are determined by (8) and (13), respectively.
Integrating by parts system (28), (29), taking into account (35), (36) we
obtain a similar system to (28), (29) determining the shape derivative
(W, Np) € F x L of the solution (us, \s7) € Kg X Ls to the system (19)
- (20):

/Qu;tn +wtny’ + (DV(0) +* DV (0))ugndzdr + / uunV (0)n
v

(37) / oij(uexln — | N + Ay tdadr
Q 72

+ Il(utﬂ?) + IQ(A7U777) >0 V77 € Nl)
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(38) / [upp(p — X) — werNdzdr + Is(u, p— A) >0 Vu € Ly,

72
(39) Ni={neF : n=X—DuV(0), A€ K},

Lid) = [{ou(@eto— 19

(40) 5
— ((Vpn)¢ + (pVo)n + ppH)V (0)n}dzdr,
(41) Iy(p, ¢, ¢) = w{(W)nW) + u(V(Ven))p
+ uNVowrH + uNVon}tV(0)ndzdr,
(42) Is(p, = A) = [, (en) (1 — A) + o(Vun) — p(VAn)

+ o — N H|V(0)ndzdr,

where H denotes a mean curvature of the boundary I' [14].

5 Necessary optimality condition

Our goal is to calculate the directional derivative of the cost functional (22)
with respect to the parameter s. We will use this derivative to formulate
the necessary optimality condition for the optimization problem (24). First,
let us recall from [14] the notion of Euler derivative of the cost functional
depending on domain 2:

Definition 51. Euler derivative dJ(£2; V') of the cost functional J at a point
) in the direction of the vector field V is given by:

(43) dJ(2; V) = limsup[J(Qs) — J(Q)]/s.

s—0

The form of the directional derivative dJy(u; V') of the cost functional (22)
is given in:

Lemma 51. The directional derivative dJy(u; V') of the cost functional (22),
for ¢ € M given, at a point uw € K in the direction of vector field V is
determined by:
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dJy(u; V) = /Q [ty + weer + (DV(0) +* DV (0))uen]dadr
+/7utt17V(0)n+/Q(le-jekl(qﬁ)dm

(44)
+ [ (@ien(o) = o)V Onds = [ (vpov (0

+ D7 V() +poD)ds = | Ghords+ i(u,) — L\ . 9),
2

where o' is a shape derivative of the function os with respect to s. This

derivative is defined by (26). syp is the gradient of function p with respect

to x. Moreover, V(0) = V(0,X), ¢r and or are tangent components of

functions ¢ and o, respectively, and D is given by (34). DV (0) denotes the

Jacobian matriz of the matriz V(0) and div denotes divergence operator.

Proof. Taking into account (22), (25) as well as formulae for transformation
of the gradient of the function defined on domain ), into the reference
domain Q [14] and using the mapping (16) — (17) we can express the cost
functional (22) defined on domain € in the form of the functional Jy(u*)
defined on domain 2, determined by:

Jp(u®) :/Q(DTSus)ttDTSqudetDTsda:dT

+/ [0ijDT s (DT ¢5) — f°DT¢p)det DT ydx
Q

(45)
—/ p*DT,¢ || det DT *DT 'n || ds
71

— | A\pDTs¢r || det DT DT, 'n || ds,
72

where u®* =us0Ts € F, u=up € F and A = \g € A. By (43) we have:

(46) dJy(w; V) = limsup[Jy(u®) — Jp(u)]/s

t—0
It follows by standard arguments [3] that the pair (og,us) € Qs X K,
s € [0,9), ¥ > 0, satisfying the system (19) — (20) is Lipschitz continu-
ous with respect to the parameters. Passing to the limit with s — 0 in

(46) as well as taking into account the formula for derivatives of DT ! and
det DT with respect to the parameter s [14] and (26) we obtain (44). m
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In order to eliminate the shape derivative (u/, \') from (44) we introduce an
adjoint state (r,q) € K3 x Lo defined as follows:

/ ruCdxdr +/ 0ij(Q)ew (¢ + r)dxdr
Q Q

(47)

+ [ Gr(qg—N)¢dzdr =0 V¢ € Ko

Y2
with
r(7T,z) =0, r(7,z)=0,
(48) [ e+ er = wer)idwdr =0, W5 € L,
72

(49) KQZ{CEKl : (n=0on AQ},
(50) L2:{5EA5:0 OnAoﬁBo}.

Since ¢ € M is a given element, then by means of the same arguments as
used to show the existence of solution (u,\) € K x L to the system (19) —
(20) we can show the existence of the solution (r,q) € K2 X Ly to the system
(47), (48). From (44), (38), (38), (47), (48) we obtain:

(51) dJy(u; V) = Li(u, ¢+ 1) + (A u, ¢ + 1) + I3(u,qg — N).

The necessary optimality condition has a standard form:

Theorem 51. There exists a Lagrange multiplier p € R such that for all
vector fields V determined by (16), (17) the following condition holds:

(52) dJg(w; V) + u/ V(0)nds > 0,
r
where dJy(w; V') is given by (51).

Proof is given in [3, 4, 5, 14, 15]. ]
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